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The NET Model 804 is classifi ed as follows:

 1. Type of protection against electric shock: Internally powered equipment.

 2. Degree of protection against electric shock: Type BF Equipment.

 3. Degree of protection against harmful ingress of water: 
  Ordinary equipment. (enclosed equipment without protection
  against ingress of water) IPX0.

 4. Not suitable for use in the presence of a fl ammable anesthetic mixture
  with air or with oxygen or nitrous oxide (Not AP or APG).

 5. Mode of operation: Continuous operation.

Classifi cation according to clause 5 of IEC 60601-1
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 1. No regularly scheduled periodic maintenance or inspection
  is required.

 2. The NET Model 804 may be cleaned with a clean, dry cloth
  as needed.

 3. The battery should be removed when the unit is not in use.

 4. Do not dispose of the NET Model 804 or its electrode lead wires
  in general purpose waste collection facilities. Inform yourself about
  the local separate collection system for electrical and electronic
  products. Dispose of the complete product (including lead wires)
  in the designated WEEE (Waste Electrical and Electronic Equipment
  directive) collection facilities.

 5. Electrodes may be disposed of in general purpose waste
  collection facilities.

 6. The Net Model 804 may be disinfected by wiping with a clean
  cloth to which disinfectant has been applied. The cloth should be
  moistened (not dripping). Moisture should not be allowed to
  drip onto, drip into, or collect upon the NET Model 804.
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